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Unitised façade with filling in timber, partially in saw teeth lining

Built on the outskirts of Dublin and designed by Buch
holz McEvoy, one of the most innovative architects in 
Ireland and Europe, particularly in terms of sustainable 
and ecological developments. 

In a material combination of glass, aluminium and 
timber, 3 offices blocks, a hotel complex as well as 
a Leisure Centre were erected. The façade area of 
approximately 20,000 m² was completed by a specific 
time frame and constructed step by step along with the 
completion of the shell of the building.  

Client:
Radora Development 

Employer/Site Supervision:
McNamara & Company

Planning Architect:
Buchholz McEvoy Architects, Dublin

Façade Consultant:
RFR, Paris

Installation Time:
18 months

Extent of Work:
Design, production, delivery and installation of the façade types 
and constructions mentioned below partially with timber filling 
and metal panels

Façade Area & Quantity:
18,250 m²   unitised façade partially curved 
  1,800 m²   stick system

Glass:
30 different types of insulated glass with thermal and sun coating 
Glass build up:
8,76 mm laminated float / 16 cavity / 6 mm toughened
     -value:   ≥  66 %
Solarfactor (g -value):   ≤  36 %
     -value:   ≤  1,1 W/(m²K)
Sound reduction value:   ≥  38 dB

Surfaces:
Natural anodised (Ref. E6/C0)

Façade Handover:
October 2007
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