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Unitised façade 

The façade of the Funky 2010 project, developed by 
the architects of Ganzer Hajek Unterholzner in Munich 
and Louvieaux in Berlin, sparkles like an architectural 
jewellery box in the white and blue sky of Munich, with 
its vicarious chess board grid of aluminium-glass ele-
ments. 
The main body of the building is on a 2 storey podi-
um with a courtyard, displaying not only a high level of 
architecture but with its energetically optimised faça-
de, the building also reaches the highest standard in 
Green Building (German Sustainable Building Certifi-
cation - Gold). 
Highlights at the façade are the impact proved prefixed 
glass boxes, the two storey high steel stick system and 
the high-gloss polished stainless steel used for the ho-
rizontal cladding above ground level. 

Client/Employer:
ICADE REIM Arnulfstraße MK9 GmbH, Hamburg  

Architects:
Ganzer Hajek Unterholzner (GHU), Munich 
PSP Architekten, Louvieaux, Berlin 

Façade Consultant:
Van Santen et Associes, Lille, France 
IFM Innovative Fassaden und Metallbautechnik GmbH, 
Bietigheim-Bissingen

Installation Time:
15 months

Extent of Work:
Design, production, delivery and installation of the façade types 
and constructions mentioned below.

Façade Area & Quantity:
4,200 m²   façade units with prefixed glass boxes (impact proved) 
1,300 m²   steel stick system façade 
1,600 m²   aluminium stick system façade
1,400 m²   punched windows 
2,000 m²   metal sheet cladding (coping, soffits, columnes) 
1,400 m²   external thermal insulation composite system 
   280 lfm  high-gloss polished stainless steel cladding
   160 m²   Corian-façade 
     33 pc.  doors
       1 pc.  building maintenance unit

Glass:
Glass build up: 
13,14 laminated float / 16 cavity / 9,14 laminated float
     -value:   ≥  51 %
Solarfactor (g -value):   ≤  27 %
     -value:   ≤  1,1 W/(m²K)
Sound reduction value:   ≥  34/38/42/49 dB

Surface:
Powder coating, colour reference RAL 9005 matt

Façade Handover:
September 2010
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